
SCOUT Projects:  Raw Water Washdown Conversion 

m/v SCOUT (Great Harbour N37)          Ray Henry  

Description 
Convert the freshwater deck washdown output to a raw water washdown.  Preserve freshwater 

reconnection capability for future possibility. 

Parts Used 
1. Washdown Pump 

 
 

 

2. Bronze tee and adapter fittings 

3. Nylon plumbing fittings 

4. Stainless shutoff valve 

5. Water hose 

6. Bulkhead fitting with ½” threads 

7. Garden hose fitting to ½” pipe thread 

 

Design 
We wanted to preserve the ability to reconnect freshwater at some point, so the freshwater feed hose 
was cut and capped off and the freshwater quick-connect fitting on deck was left in place.   
 
The raw water source was fed to a fixed garden hose fitting inside the deck locker with a washdown 
hose permanently attached. 
 
Also, we did not want to put another through-hull in the sea chest, so we chose to tee into the port air 
conditioner feed as the source for the washdown pump. 
 



Assembly 
The tee fitting and shutoff valve was inserted into the air conditioner hose.  The hose was already 

making a 90 degree turn here to our AC pumps, so the tee fitting worked well.   

  

Air Conditioning raw water tee fitting 

 

A shutoff valve was inserted after the tee fitting and the output hose fed up to the pump.  I had to bend 

the handle a bit because I wanted to mount everything very close together. 

 

Shutoff valve 

 



The pump was mounted on the already-crowded bulkhead by shifting a few components around a bit. 

 

The freshwater source feed was capped off, and the pump output routed to the original hose going up 

to the deck box.  A valve and drain was added so the on-deck plumbing could be cleared for cold 

weather. 
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The freshwater quick-connect fitting was left in place for possible future use.  The hose was 

disconnected from it and reconnected to a fixed bulkhead fitting sandwiched in the side of the deck box.  

A garden hose adapter was threaded into the bulkhead fitting. 

 

 

 

Completion 
We leave a fixed length of hose connected to the bulkhead fitting and coiled in the deck box.  It is quick 

and easy to open the box, grab the hose, and walk up to the bow with the spray handle.  The original 

quick-connect fitting can be seen at the left in the photo. 

 

 

 


